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Brush 
Dia.

Overall 
Length

Fill 
Dia.

Trim 
Length

MSFS
(RPM) Value Part No.

Steel
3/8 2-3/4 0.006 1 20,000 0003009100
3/8 2-3/4 0.010 1 20,000 0003009200
1/2 2-3/4 0.006 1 25,000 0003005100
1/2 2-3/4 0.010 1 25,000 0003005300
1/2 2-3/4 0.020 1 25,000 0003005500
3/4 2-3/4 0.006 1 22,000 0003005700
3/4 2-3/4 0.010 1 22,000 0003005900
3/4 2-35/64 0.014 25/32 20,000 0009910400
3/4 2-3/4 0.020 1 22,000 0003006100
1 2-3/4 0.006 1 22,000 0003006300
1 2-3/4 0.010 1 22,000 0003006500
1 2-3/4 0.014 1 20,000 0009910500
1 2-3/4 0.020 1 22,000 0003006700
1 2-3/4 0.020 1 20,000 0009910600

Stainless Steel
1/2 2-3/4 0.005 1 25,000 0003007100
1/2 2-3/4 0.010 1 25,000 0003001900
1/2 2-3/4 0.014 1 25,000 0003002000
3/4 2-3/4 0.006 1 22,000 0003002100
3/4 2-3/4 0.010 1 22,000 0003007900
3/4 2-3/4 0.010 1 20,000 0009910700
3/4 2-3/4 0.014 1 22,000 0003002200
1 2-3/4 0.005 1 22,000 0003008300
1 2-3/4 0.010 1 22,000 0003008500
1 2-3/4 0.010 1 20,000 0009910800
1 2-3/4 0.014 1 22,000 0003002500

3/4 2-11/16 0.020 1 22,000 0003039600
1 2-7/8 0.020 1 22,000 0003039700

Brass
1 2-3/4 0.006 1 22,000 0003007400

CRIMPED WIRE END BRUSH

APPLICATIONS: Rubber and plastic mold cleaning, Cleaning pipe I.D., Removing rust, Weld scale 
and spatter, Cleaning castings, Burr removal, Rubber flash removal, Carbon removal, Spot facing, 
Cleaning and finishing recessed areas

End
BrushesCRIMPED WIRE |   

With 1/4” shank. Ideal for a variety of general uses, including surface blending, cleaning and polishing; 
can be used on CNC equipment. They are available with three types of wire - steel, stainless steel, and 
brass. Engineered to operate at high speeds.

Note: As a safety precaution, 
shank must be fully inserted into 
the chuck or collet and tightened 
securely.


