
2

LUBRICANTS

PTFE LUBRICANTS

PLATINUM GRADE PRODUCTS
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LPS 1® 
GREASELESS LUBRICANT

       

 
H2

  
 ■ Resists oil, dust, and dirt build-up
 ■ Fast acting penetration
 ■ Loosens rusted or frozen parts
 ■ Provides a short term, light, corrosion  

resistant barrier
 ■ Ideal for delicate mechanisms
 ■ Safe on paint and most plastics
 ■ Nonfood Compounds Program Listed Category 

Code: H2 Registration #059847 (Aerosol);  
#129040 (Bulk)

 ■ Acceptable for use in Canadian Food  
Processing Establishments

NET CONTENTS CONTAINER LPS #

11 wt. oz./312 g/379 mL aerosol 00116

20 fl. oz. (591 mL) Trigger trigger 00122

1 gal. (3.78 L) bottle 01128

5 gal. (18.93 L) pail 00105

55 gal. (208 L) drum 00155

Provides a dry, thin,  
lubricating film

FILM
LUBRICANT

DRY LPS 2® 
HEAVY-DUTY LUBRICANT

       

 
H2

  
 ■ Strong, multi-purpose lubricant and penetrant with 

added corrosion protection
 ■ Provides a non-drying, light, oily film for use on 

indoor/outdoor equipment
 ■ Loosens rusted or frozen parts
 ■ Provides up to one year of protection
 ■ Nonfood Compounds Program Listed Category 

Code: H2 Registration #129026 (Aerosol);  
#059848 (Bulk)

 ■ Acceptable for use in Canadian Food  
Processing Establishments

NET CONTENTS CONTAINER LPS #

11 wt. oz./312 g/369 mL aerosol 00216

20 fl. oz. (591 mL) Trigger trigger 00222

1 gal. (3.78 L) bottle 02128

5 gal. (18.93 L) pail 00205

55 gal. (208 L) drum 00255

FILM
LUBRICANT

WET

Reduces wear caused by  
friction and corrosion

DRY FILM  
PTFE LUBRICANT

     
 ■ Dry film will not attract dust or dirt
 ■ Provides excellent lubrication
 ■ Fast drying formula is ideal for releasing  

molded parts
 ■ Excellent for high temperature applications up  

to 500°F (260°C)
 ■ Colorless, thin film
 ■ Petroleum base

NET CONTENTS CONTAINER LPS #

11 wt. oz./312 g/392 mL aerosol 02616

FILM
PTFE

DRY MAGNUM 
PREMIUM LUBRICANT WITH PTFE

        

  
H2

 
 ■ High performance lubricant with PTFE additives
 ■ Ideal for both regular and extreme conditions
 ■ Penetrates and protects metal against rust and corrosion
 ■ Flash point of 175°F (79°C)
 ■ Safe to use on most surfaces
 ■ Nonfood Compounds Program Listed Category 

Code: H2 Registration #128980 (Aerosol);  
#128981 (Bulk)

NET CONTENTS CONTAINER LPS #

11 wt. oz./312 g/358 mL aerosol 00616

5 gal. (18.93 L) pail 00605

FILM
PTFE

WET


