
Marking range: -50°F to 150°F (-46°C to 66°C) Marking range: -50°F to 150°F (-46°C to 66°C) Marking range: -50°F to 150°F (-46°C to 66°C)

CORCORXyXy CORCOR VOCVOCXyXy CORCOR VOCVOCXyXy

Mark Size 3mmMark Size 3mmMark Size 3mm
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Case Quantity 48
Part No. Color
97250  z White*
97251  z Yellow*
97252  z Red*
97253  z Black*
97254  z Blue*
97255  z Green*
97256  z Orange*
97257  z Silver*
97258  z Light Green*
97259  z Light Blue*
97260  z Gold
97261  z Pink*
97262  z Purple 
97263  z Brown*

Case Quantity 144
97023 Replacement Nibs

Case Quantity 48
Part No. Color
96930 z White*
96931 z Yellow*
96932 z Red*
96933 z Black*
96934 z Blue*
96935 z Green*
96936 z Orange*
96937 z Silver* 

Case Quantity 144
96908 Replacement Nibs

Case Quantity 48
Part No. Color
96960 z White*
96961 z Yellow*
96962 z Red*
96963 z Black*
96964 z Orange
96965 z Blue*
96966 z Green
96967 z Silver*
96970 z Light Green
96971 z Light Blue*
96972 z Gold
96973 z Pink*
96974 z Purple 
96975 z Brown*

Case Quantity 144
96908 Replacement Nibs

PRO-LINE® XT 
For rough surfaces and 
extreme durability

• Engineered for continuous and  
highly-visible marking on rough, rusty, 
and dirty surfaces

• Enamel paint for extreme durability  
and enhanced wear-, weather-, and 
chemical-resistance

• Available in 14 bold, fast-drying colors 
for immediate handling and reduced 
downtime

• Durable metal barrel and clip-cap  
reduce breakage and store easily  
in pocket

PRO-LINE® WP  
For wet surface marking

• Specially formulated paint resists 
running or spreading on wet or damp 
surfaces to leave permanent, highly- 
visible marks

• Metal barrel and fiber tip provide  
durability for longer marking life

PRO-LINE® HP 
For oily surface marking

• Unique paint formula resists spreading 
and dries quickly through oily surfaces 
to leave precise, permanent marks

• Durable metal barrel and nib reduce 
breakage for longer marking life

• Easy-to-grip clip-cap allows for  
convenient pocket storage




