
Marking range: -50°F to 150°F (-46°C to 66°C)

XyXy CORCORXyXy CORCORXyXy

Mark Size 3mmMark Size 3mm

Marking range: 0°F to 150°F (-18°C to 66°C) Marking range: -4°F to -158°F (-20°C to 70°C)

Mark Size 5mm, 8mm or 14mm
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Case Quantity 48
Part No. Color
96652 z White*
96653 z Yellow
96654 z Red
96655 z Black
96657 z Blue
96658 z Green

Stylmark®  
Ball tube marker

• Durable steel ball tip marks with indelible 
paint on smooth or rough surfaces

• Steel ball tip is resistant to very rough 
surfaces for long marking life

• Weather-, water-, and UV-resistant
• Unique paint designed to not drip on 

vertical or overhead surfaces
• Mark temperature resistance:  

200°C (392°F)
• Made in EU

BALL PAINT MARKER®  
Metal roller ball marker

• Durable metal-ball tip resists wear and 
clogging for long-marking life on  
rough surfaces

• Non-drip paint formula allows for easy 
jobsite marking

• Industrial paint withstands harsh  
environments and weather conditions

• Sturdy plastic bottle with 3mm steel 
ball tip

• Plastic cap keeps tip clean  
between jobs

Case Quantity 48
Part No. Color
84620 z White*
84621 z Yellow*
84622 z Red*
84623 z Black*
84624 z Orange
84625 z Blue
84626 z Green

Case Quantity 24
Part No. Color
90900 z White
90901 z Yellow
90902 z Red
90903 z Black
90904 z Orange
90905 z Blue
90914 z Purple
90915 z Gray
90917 z Brown
90918 z Pink 

PRO-MAX®  
Extra-large liquid  
paint marker

• Largest marks available (up to 14mm) 
in an industrial paint marker

• Extra-large tip ideal for signage or  
safety marking where immediate  
identification is required

• Valve-actuated tip releases paint on- 
demand for smooth, continuous use

• Durable barrel resists breakage and 
self-storing cap fits snugly on end when 
not in use




