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CATEGORY 1 SOLVENT CEMENTS, PRIMERS & CLEANERS
PVC SOLVENT CEMENTS

PVC WHITE EXTRA HEAVY BODIED LOW VOC CEMENT* A slow set for use through 30" (76.2 cm) 
diameter Sch. 40 & Sch. 80 PVC pressure pipe. Meets ASTM D2564. Made in the U.S.A.

PVC GRAY EXTRA HEAVY BODIED LOW VOC CEMENT* A slow set for use through 30" (76.2 cm) 
diameter Sch. 40 & Sch. 80 PVC pressure pipe. Meets ASTM D2564. Made in the U.S.A.

“WEATHERPROOF” BLUE MEDIUM BODIED WET/DRY LOW VOC PVC CEMENT* A fast One Step** 
cement for use on all classes and schedules of PVC pressure pipe (including Sch. 80) through 6"  
(15.24 cm) diameter and on non-pressure systems through 8" (20.32 cm) diameter.  
Meets ASTM D2564.  Made in the U.S.A.

“TURF-POOL & REPAIR” AQUA BLUE MEDIUM BODIED LOW VOC PVC CEMENT* A fast set for use 
through 3" (7.62 cm) diameter on all classes of PVC pressure pipe (except Sch. 80) and 6" (15.24 cm) 
diameter on non-pressure PVC pipe where pipe pulling is required and conditions are wet and/or quick 
pressurization is needed. Meets ASTM D2564. Made in the U.S.A.

“PRO-GREEN” IRRIGATION, MEDIUM BODIED LOW VOC PVC CEMENT* A fast One Step** cement 
for use through 3" (7.62 cm) diameter on all classes of PVC pressure pipe (except Sch. 80), and 6" 
(15.24 cm) diameter on non-pressure PVC pipe where pipe pulling is required and conditions are wet 
and/or quick pressurization is needed. Meets ASTM D2564. Made in the U.S.A.

“WEATHERPROOF” CLEAR MEDIUM BODIED WET/DRY LOW VOC PVC CEMENT* A fast One Step** 
cement for use on all classes and schedules of PVC pressure pipe (including Sch. 80) through 6"  
(15.24 cm) diameter and on non-pressure systems through 8" (20.32 cm) diameter.  
Meets ASTM D2564. Made in the U.S.A.

XHW32 Quart - .95 L Flat Top Can 12 29 lbs. - 13.2 kg
XHW1 Gallon - 3.785 L Paint Can w/ Handle 4 37 lbs. - 16.8 kg
XHW55 55 Gallon - 208 L Drum 1 498 lbs. - 225.9 kg

XHG32 Quart - .95 L Flat Top Can 12 29 lbs. - 13.2 kg
XHG1 Gallon - 3.785 L Paint Can w/ Handle 4 37 lbs. - 16.8 kg
XHG55 55 Gallon - 208 L Drum 1 498 lbs. - 225.9 kg

WET4 1/4 Pint - 118 ml Dauber Top Can 24 10 lbs. - 4.5 kg
WET8 1/2 Pint - 237 ml Dauber Top Can 24 16 lbs. - 7.3 kg
WET8A 1/2 Pint - 237 ml Dauber Top Can (Display Box) 12 9 lbs. - 4.1 kg
WET16 Pint - 473 ml Dauber Top Can 12 15 lbs. - 6.8 kg
WET32 Quart - .95 L Dauber Top Can 12 28 lbs. - 12.7 kg
WET1 Gallon - 3.785 L Wide Mouth Can w/ Handle 6 56 lbs. - 25.4 kg

TP8 1/2 Pint - 237 ml Dauber Top Can 24 16 lbs. - 7.3 kg
TP16 Pint - 473 ml Dauber Top Can 12 15 lbs. - 6.8 kg
TP32 Quart - .95 L Dauber Top Can 12 28 lbs. - 12.7 kg
TP1 Gallon - 3.785 L Wide Mouth Can w/ Handle 6 56 lbs. - 25.4 kg

IR4 1/4 Pint - 118 ml Dauber Top Can 24 10 lbs. - 4.5 kg
IR8 1/2 Pint - 237 ml Dauber Top Can 24 16 lbs. - 7.3 kg
IR8A 1/2 Pint - 237 ml Dauber Top Can (Display Box) 12 9 lbs. - 4.1 kg
IR16 Pint - 473 ml Dauber Top Can 12 15 lbs. - 6.8 kg
IR32 Quart - .95 L Dauber Top Can 12 28 lbs. - 12.7 kg
IR1 Gallon - 3.785 L Wide Mouth Can w/ Handle 6 56 lbs. - 25.4 kg

PCW4 1/4 Pint - 118 ml Dauber Top Can 24 10 lbs. - 4.5 kg
PCW8 1/2 Pint - 237 ml Dauber Top Can 24 16 lbs. - 7.3 kg
PCW16 Pint - 473 ml Dauber Top Can 12 15 lbs. - 6.8 kg
PCW32 Quart - .95 L Dauber Top Can 12 28 lbs. - 12.7 kg
PCW1 Gallon - 3.785 L Wide Mouth Can w/ Handle 6 56 lbs. - 25.4 kg
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PVC GRAY SCH. 80 HEAVY BODIED LOW VOC CEMENT* A slow set for use through 12" (30.48 cm) 
diameter Sch. 40 & Sch. 80 PVC pressure pipe and through 16" (40.64 cm) diameter non-pressure 
pipe. Meets ASTM D2564. Made in the U.S.A.

STOCK CODE SIZE CONTAINER ITEMS/CASE CASE WEIGHT

PGL16 Pint - 437 ml Dauber Top Can 12 16 lbs. - 7.3 kg
PGL32 Quart - .95 L Dauber Top Can 12 28 lbs. - 12.7 kg
PGL1 Gallon - 3.785 L Wide Mouth Can w/ Handle 6 56 lbs. - 25.4 kg

* D.O.T. Classified Shipping Items. See Page 40. ** Suitable to be used as a One-Step Cement for joining PVC Drain, Waste and Vent (DWV) pipe and fittings 
in non-pressure applications in sizes up to and including 4 inches where acceptable by local code. 
Pallet Quantities for Plastic Solvent Cements & Cleaners: 1/4 Pint = 130 Cases, 1/2 Pint = 80 Cases, 1 Pint = 80 Cases, 1 Quart = 56 Cases,  
1 Gallon = 27 Cases.
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