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Hi-Carbon Steel Dies

HI- CARBON STEEL DIES - HEX DIES

Type 4095 -machine Screw & Fractional sizes, TVne 790 -Metric

* These dies are made of high quality carbon tool steel and meet the highest
industry standards.

* A complete selection of solid round, adjustable round, and solid

hex dies for right hand threads is available.

* Select sizes of dies may be imported.

TYPE 405 MACHINE SCREW & FRACTIONAL SIZES | | TYPE 790 METRIC SIZES
Across Qty. Size Qty.
Part No. Size Flats per/pack Part No. Size Across Flats per/pack (7))
86000 4x40 1" 3 84000 3x.50 1" 3 Q
86010 4x36 1" 3 84010 3x.60 1" 3 E
86020 5x40 1" 3 84020 4x.70 1" 3
86030 6x32 1" 3 84030 4x.75 1" 3 qx,
86040 8x32 1" 3 84040 5x.80 1" 3 T
86050 10x24 1" 3 84050 5x.90 1" 3
86060 10x32 1" 3 84060 6x1.00 1" 3 c
86070 12x24 1" 3 84070 7x1.00 1" 3 (o)
86080 14x20 1 3 84270 8x1.00 T 3 L2
86100 3/16x24 1" 3 84080 8x1.25 1" 3 (]
86110 3/16x32 1" 3 84090 9x1.00 1" 3 (&)
86120 1/4x20 1" 3 84100 9x1.25 1" 3 S+
86130 1/4x28 1" 3 84110 10x1.00 1" 3 T
86140 5/16x18 1" 3 84120 10x1.25 1" 3
86150 5/16x24 1" 3 84130 10x1.50 1" 3
86160 3/8x16 1" 3 84140 11x1.50 1" 3
86170 3/8x24 1" 3 84280 12x1.25 1" 3
86180 7/16x14 1" 3 84150 12x1.50 1" 3
86190 7/16x20 1" 3 84160 12x1.75 1" 3
86200 1/2x13 1" 3 84170 14x1.25 1-7/16" 1
86210 1/2x20 1" 3 84290 14x1.50 1-7/16" 1
86220 9/16x12 1-7/16" 1 84180 14x2.00 1-7/16" 1
86230 9/16x18 1-7/16" 1 84190 16x1.50 1-7/16" 1
86240 5/8x11 1-7/16" 1 84200 16x2.00 1-7/16" 1
86250 5/8x18 1-7/16" 1 84210 18x1.50 1-7/16" 1
86260 11/16x11 1-7/16" 1 84300 18x2.00 1-7/16" 1
86270 11/16x16 1-7/16" 1 84220 18x2.50 1-7/16" 1
gg%gg g;ixm 1'7/16.. ! These items are also available carded.
x16 1-7/16 1 . . .
86300 7/8x9 1.5/8" 1 See Price List Catalog for details.
86310 7/8x14 1-5/8" 1
86320 1x8 1-13/16" 1
86330 1x12 1-13/16" 1
86340 1x14 1-13/16" 1
86350 1/8x27 1" 1
86360 1/4x18 1 1 HEXAGONAL DIES: TIPS
86380 3/8x18 1-7/16" 1
86390 1/2x14 1-5/8" 1 Carbon steel dies are primarily used for restoring
86420 3/4x14 2" 1 damaged threads. Hex shape allows them to be
86430 1-11x1/2” 2-3/8 1 . . .
driven in cramped quarters with a wrench.
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