Brass Products
Ground Plug & Multiple Shut-Offs

SAE 45° Flare Straightway

Compression Straightway

R——

Male to Female Pipe

Truck Shut Off Male to L
Female Pipe

Ratings:

Valves are designed to hold air pressure of
125 psi with one 1/4" bubble in 5 seconds
permissible key leakage.
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Male
Tube Pipe Catalog
0.D. Thread Number L M
1/4 1/8 537 2.00 1.88
5/16 1/8 632 2.03 1.88
3/8 1/4 703 2.06 1.88
Tube Catalog
0.D. Number L M
1/4 AB769 2.12 1.88
1/4 AB769S 2.12 1.88
5/16 AB774 2.19 1.88
3/8 AB779 2.25 1.88
3/8 AB779S 2.25 1.88
“S" suffix designates Selfalign with Nuts and Sleeves.

Male
Tube Pipe Catalog
0.D. Thread Number L M
1/4 1/8 AB94 2.19 1.88
1/4 1/8 AB94S 2.19 1.88
1/4 1/4 AB754 2.19 1.88
1/4 1/4 AB754S 2.19 1.88
5/16 1/8 AB64 2.19 1.88
5/16 1/4 AB759 2.25 1.88
3/8 1/4 AB764 2.38 1.88
3/8 1/4 AB764S 2.38 1.88
“S" suffix designates Selfalign with Nuts and Sleeves.
Male Female
Pipe Pipe Catalog
Thread Thread Number L M
1/8 1/8 6824 2.00 1.88
1/4 1/4 6829 2.12 1.88
IF\‘II_aIe Egmale Catal
Thread Thread Number (&5 €7 L D
1/4 1/4 W20332 5/8 3/4 1.81 218




