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Tube Male Pipe Catalog     
O.D. Thread Number C  D L

1/4 1/8 43x4  7/16 .125 1.06 

3/8 1/4 43x6  5/8 .219 1.31

Tube Male Pipe Catalog    
O.D. Thread Number  D M N 

1/4 1/8 54x4  .188 0.67 0.64 

1/4 1/4 54x4x4  .188 0.73 0.87

5/16 1/8 54x5  .219 0.78 0.64

3/8 1/4 54x6  .283 0.89 0.86 

1/2 3/8 54x8  .407 1.06 0.96

1/2 1/2 54x8x8  .406 1.12 1.17

5/8 3/8 54x10x6  .500 1.23 0.98

5/8 1/2 54x10  .500 1.23 1.17

Female Connector

(Ref. SAE No. 010103)

Male Ball Check Connector

45° Male Elbow

(Ref. SAE No. 010302)

Male Connector

(Ref. SAE No. 010102)

Tube Fem. Pipe Catalog     
O.D. Thread Number        C          D        L

3/16 1/8 46x3       9/16        .125        0.97

1/4 1/8 46x4       9/16        .188        1.03 

1/4 1/4 46x4x4       11/16        .188        1.25 

5/16 1/8 46x5       9/16        .219        1.06

5/16 1/4 46x5x4       11/16        .219        1.28

3/8 1/4 46x6       11/16        .281        1.31

3/8 3/8 46x6x6       13/16        .281        1.38

3/8 1/2 46x6x8        1        .281        1.62

1/2 3/8 46x8       13/16        .406        1.50

1/2 1/2 46x8x8       1        .406        1.75

5/8 3/8 46x10x6       7/8        .500        1.59

5/8 1/2 46x10w       1        .500        1.81

5/8 3/4 46x10x12       1-1/4        .500        1.90

  MTO - Made To Order

Tube Male Pipe Catalog   
O.D. Thread Number C  D L1 D1 

1/8 1/8 48x2 7/16 .078 0.90 .219

3/16 1/8 48x3 7/16 .125 1.00 .219

1/4 1/8 48x4 7/16 .188 1.06 .219

1/4 1/4 48x4x4 9/16 .188 1.26 .312

5/16 1/8 48x5 1/2 .219 1.16 .219

5/16 1/4 48x5x4 9/16 .219 1.34 .281

3/8 1/8 48x6x2 5/8 .281 1.25 .406

3/8 1/4 48x6 5/8 .281 1.44 .562

3/8 3/8 48x6x6 11/16 .281 1.44 .312

3/8 1/2 48x6x8 7/8 .281 1.69 .219

1/2 1/4 48x8x4 3/4 .406 1.62 .281

1/2 3/8 48x8 3/4 .406 1.62 .406

1/2 1/2 48x8x8 7/8 .406 1.81 .562

5/8 3/8 48x10x6 7/8 .500 1.81 .406

5/8 1/2 48x10 7/8 .500 2.00 .500

3/4 1/2 48x12 1-1/16 .562 2.18 .562

3/4 3/4 48x12x12 1-1/16 .625 2.18 .751

Brass Products      
SAE 45° Flare 

Ball & Spring position may be reversed to change 
flow/check direction. Min pressure 3 psi.


