Steel adapters
Pipe to SAE 37° flare

Pipe to SAE 37° flare

NPTF external pipe/SAE 37° flare

2023-(Dash size) (Ref. SAE 070302)
(Formerly Weatherhead series C5355x)

Tube

Dash size 0. D. Thread P Thread T A B

mm__ in mm__ in mm__in
2-3S 48 019 1/8-27 3/8--24 183 072 | 211 0.83
2-4S 6.3 0.25 1/8-27 7/16-20 16,3 064 | 183 072
2-5S 79 031 1/8-27 1/2-20 16,3 064 | 196 077
2-6S 9.6 038 1/8-27 9/16-18 170 067 | 211 083
4-4S 6.3 0.25 1/4-18 7/16-20 21,8 086 | 208 0.82
4-58 79 031 1/4-18 1/2-20 21,8 086 | 208 0.82
4-65* 9,6 038 1/4-18 9/16-18 21,8 086 | 211 0.83
4-8S 12,7 0.50 1/4-18 3/4-16 2401 095 | 249 098
6-4S 6.3 0.25 3/8-18 7/16-20 2401 095 | 216 0.85
6-6S 9,6 038 3/8-18 9/16-18 2401 095 | 221 0.87
6-8S 12,7 0.50 3/8-18 3/4-16 2401 095 | 249 098
6-10S 16,0 0.63 3/8-18 7/8-14 249 098 | 282 1N
6-12S 19,0 075 3/8-18 11/16-12 257 1.01 | 325 128
8-65 9,6 038 1/2-14 9/16-18 297 117 | 22,4 0.88
8-8S 12,7 0.50 1/2-14 3/4-16 29,7 117 | 251 0.99
8-10S 16,0 0.63 1/2-14 7/8-14 297 117 | 282 1N
8-12S 19,0 075 1/2-14 11/16-12 305 120 | 325 128
12-8S 12,7 0.50 3/4-14 3/4-16 305 120 | 26,4 1.04
12-10S 16,0 0.63 3/4-14 7/8-14 305 120 | 295 116
12-12S 19,0 075 3/4-14 11/16-12 305 120 | 325 128
12-16S 25,4 1.00 3/4-14 15/16-12 328 129 | 373 147
16-12S 19,0 075 1-111/2 11/16-12 376 148 | 361 142
16-16S 25,4 1.00 1-111/2 15/16-12 376 148 | 373 147
16-20S 31,7 125 1-111/2 15/8-12 41,7 164 | 404 159
20-20S 31,7 125 11/4-111/2 15/8-12 42,4 167 | 40,4 159
24-24S 38,1 1.50 11/2-111/2 17/8-12 450 177 | 452 178
32-328 50,8 2.00 2-111/2 21/212 536 211 | 56,4 2.22

* Also available in stainless steel as part number 259-2023-(dash size).
(Formerly Weatherhead 5367x)

NPTF internal pipe/SAE 37° flare swivel

2243-(Dash size)

Tube
Dash size 0. D. Thread P Thread T A B
mm _in mm in mm _in
8-6S 9,6 0.38 1/2-14 9/16-18 231 091 21,3 0.84
8-10S 16,0 0.63 1/2-14 7/8-14 231 091 | 239 094
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