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threaded

Slotted-Head Plastic Plugs for Metric-Threaded Ports
MSP Series plugs feature two concentric raised rings 
on the underside of the flange to provide a positive 
seal for metric-threaded parts. Cross-slotted head 
makes it easy to tighten or remove with a screwdriver. 

Material: High-Density Polyethylene    Color: Green

Threaded (UN and UNS) Plugs
DPN Series threaded plugs were designed for use in 
aircraft and hydraulic equipment applications to seal 
out contaminants while protecting threads. A rolled 
thread allows the plug to be pushed or threaded on. 

• Meet UN/UNS specifications

• External ribs aid in installation and removal 

• Flanged to create a tight seal

Material: High-Density Polyethylene    Color: Blue

Sealing Plugs for British Standard Pipe Fittings
BT Series sealing plugs are designed to protect British 
Standard Pipe fittings. The plugs are engineered with 
five complete threads to provide a tight fit.

•  Easily installed with a screwdriver, socket wrench, 
power tool or manually

•   “Sealing lip” enables each plug to provide a  
secure seal

Material: Nylon 6    Color: Yellow

MSP Series

DPN Series

BT Series

4, 6 or 8 RIBS
EQUALLY SPACED



For prices, free samples and online ordering, visit our web site at www.caplugs.com. 1.888.CAPLUGS  (227.5847) 123

plugs

Caplugs No.
Dimensions Packaging

To Plug Thread Size
A B C D Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm

MSP-14x1.5 14mm x 1.5mm .33 8.30 .32 8.20 .86 21.80 .59 15.00 4000 800
MSP-16x1.5 16mm x 1.5mm .33 8.50 .24 9.00 .86 21.80 .63 16.00 4000 800

Caplugs No.
Dimensions Packaging

To Fit  
Tube Size

To Fit  
Thread Size

B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

DPN-3 3/16 3/8 – 28 .25 6.35 .28 7.11 .44 11.18 10000 2000
DPN-4 1/4 7/16 – 24 .31 7.87 .30 7.62 .56 14.22 7000 1400
DPN-5 5/16 1/2 – 24 .31 7.87 .30 7.62 .62 15.75 10000 2000
DPN-6 3/8 9/16 – 20 .31 7.87 .32 8.13 .69 17.53 10000 2000
DPN-8 1/2 23/32 – 20 .31 7.87 .32 8.13 .88 22.35 5000 1000
DPN-10 5/8 27/32 – 18 .31 7.87 .40 10.16 1.00 25.40 3500 700
DPN-12 3/4 1 - 16 .31 7.87 .42 10.67 1.12 28.45 2500 500
DPN-14 7/8 1-1/8 – 16 .25 6.35 .45 11.43 1.25 31.75 2500 500
DPN-16 1 1-1/4 – 14 .25 6.35 .45 11.43 1.38 35.05 2000 400
DPN-20 1-1/4 1-33/64 – 14 .25 6.35 .45 11.43 1.62 41.15 1000 200
DPN-21S 1-1/4 1-37/64 – 14 .25 6.35 .46 11.68 1.75 44.45 1000 200
DPN-24 1-1/2 1-25/32 – 14 .25 6.35 .55 13.97 2.00 50.80 1000 200
DPN-25S 1-1/2 1-27/32 – 14 .25 6.35 .55 13.97 2.12 53.85 1000 200

Caplugs No.
Dimensions Packaging

To Plug BSP 
Thread Size

B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

BT-0250 G 1/4 .39 9.91 .35 8.89 .76 19.30 7000 1400
BT-0375 G 3/8 .43 10.92 .35 8.89 .87 22.10 4000 800
BT-0500 G 1/2 .51 12.95 .47 11.94 1.07 27.18 2500 500
BT-0750 G 3/4 .51 12.95 .47 11.94 1.27 32.26 1600 320
BT-1000 G 1 .55 13.97 .59 14.99 1.57 39.88 900 180
BT-1250 G 1-1/4 .59 14.99 .59 14.99 1.98 50.29 550 110
BT-1500 G 1-1/2 .59 14.99 .59 14.99 2.18 55.37 450 90
BT-2000 G 2 .59 14.99 .59 14.99 2.69 68.33 250 50

Slotted-Head Plastic Plugs for Metric-Threaded Ports   MSP Series

Threaded (UN and UNS) Plugs   DPN Series

Sealing Plugs for British Standard Pipe Fittings   BT Series


