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1515-100

CP steel body with 3/4” fip inlet.  Brass air 
valve.  Gauge has 2” diameter face.

1515-30 30 psi Gas Test Gauge 1
1515-60 60 psi 1
1515-100 100psi 1
1515-15 15 psi Gas Test Gauge with 

3/4” fip mount graduated in 
1/10th increments

1

Gas Test Gauge

Temperature and pressure gauges for boil-
ers.  

1353A Straight 3” Dial 60 psi, 60 to 
260° 1/2” mip

1

1353C Straight 3” Dial 200 psi, 60 to 
260° 1/2” mip

1

1353B Angle 3” Dial 60 psi, 60 to 260° 
1/2” mip

1

1353D Angle 3” Dial 200 psi, 60 to 
260° 1/2” mip

1

1353E Angle 2-1/2” Dial, 75 psi, 70 to 
320° Stem 1-3/4” long, 1/4” mip

1

Tridicators

1353E

1353D

1353A

USA manufactured.  Plastic composition 
handles.  Includes two steel guard rods. 
Rated: 125 psi @ 350° F or at 300 psi @ 100° 
F. CRN registered.

Item # Description Qty
1228B 1/2” Water Gauge Set 1
1228C 1/2” Gauge Cock Values pr 1
1228D Nut, Ring and Washer 12
1229B 5/8” Rubber Washers 100
1229D 5/8” Brass Followers 100

Water Gauge Set

1228B
1231A

All have 1/2” mip wells.  Available with 
brass or steel wells. Measures tempera-
tures from 40° F up to 280° F.

Item # Description Qty
1230A Steel Shank Straight 1
1231A Steel Shank Angle 1

1230B Brass Shank Straight 1
1231B Brass Shank Angle 1

Thermometers

1233C

Working pressure noted based on the 
length of glass.

Gauge Glass Standard Grade

1233A 5/8od x 8”    max 210 psi               
@ 150° F

12

1233B 5/8od x 10”  max 210 psi 12
1233C 5/8od x 12”  max 205 psi 12
1233D 5/8od x 14”  max 200 psi 12
1233E 5/8od x 16”  max 195 psi 12
1233F 5/8od x 18”  max 190 psi 12
1233G 5/8od x 20”  max 185 psi 12
1233H 5/8od x 24”  max 180 psi 12
1233I 5/8od x 30”  max 175 psi 12
1233J 5/8od x 36”  max 165 psi 12

The 1369EZ cuts on the od of the glass.
1369EZ External Cutter maximum 

1-1/8” od
1

Gauge Glass Cutter

1369EZ

1235B Radiator Coin Key Air Valve 
CP 1/8” mip

100

1236 Air Valve Key only 100

Radiator Coin Key Air Valve

1236

1235B

1906 Schrader Air Valve 1/4” mip 25

Schrader Air Valve

Protects gauges in steam applications.  
Offered in brass and steel.  Steel models 
are manufactured from seamed pipe.  Rat-
ed 500psi @ 400° F.

1227E Steel Angle Pigtail Syphon 12
1228E Steel Straight 12

1228F Brass Straight 12

Pigtail Syphon

1214A Fitall Radiator Handle 
with 3 inserts

12

1214B Fitall Radiator Handle
 with 3 screws

12

Radiator Handles

1906

1227E

1228E

1214B

1214A

Sold and priced by the card of 12 plugs.
1246A Boiler plug, display card 1 

card

Boiler Plugs 1-1/2”

1246A


