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ACCESSORY TOOLS
DICKEN

TM INSERT FITTING

TM INSERT FITTINGS
CAST RED BRASS

Features:
• Carbide tooling used to machine sharp male barbs
• All U.S. made fitting
• 100% air tested for leaks or defective castings
• XL = Extra long insert
• L = Rope lug
• Lead Free: ≤ .025% Lead Content

MALE ADAPTERS
Part 

Number Model Number IPS X Insert Quantity per 
Carton

Weight per 
Carton (Lbs.)

List Price 
Each

952220
952222
952224
952226
952228
952230
952232
952234
952240
952236
952238

MA-75
MA-100
MA-125
MA-150

MA-75-100
MA-100-125
MAXL-100
MAXL-125

MA-125-100-L 
MA-100-L 
MA-125-L

3/4 x 3/4
1 x 1

1-1/4 x 1-1/4
1-1/2 x 1-1/2

3/4 x 1
1 x 1-1/4

1 x 1
1-1/4 x 1-1/4

1-1/4 x 1
1 x 1

1-1/4 x 1-1/4

40
25
15
15
32
20
25
15
15
25
15

10.0
10.5
8.5
11.5
9.0
9.0
10.5
8.0
9.0
12.5
12.0

See 
separate 
price list

Part 
Number Model Number FIPS X Insert Quantity per 

Carton
Weight per 

Carton (Lbs.)
List Price 

Each
952202
952204
952206
952208
952212
952210
952214
952216

FA-75
FA-100
FA-125
FA-150
FAS-75

FAS-75-100
FAS-100
FAS-125

3/4 x 3/4
1 x 1

1-1/4 x 1-1/4
1-1/2 x 1-1/2

3/4 x 3/4
3/4 x 1
1 x 1

1-1/4 x 1-1/4

40
30
15
10
40
40
30
20

15.5
15.0
10.0
10.0
15.5
15.5
15.0
10.0

See 
separate 
price list

FEMALE ADAPTERS

Note: FAS fittings are sweat x insert

MA 100 L  

FA-100  

Combo ELL  

Part 
Number Model Number MIP X Insert Quantity per 

Carton
Weight per 

Carton (Lbs.)
List Price 

Each
952192
952196
952194
952205

HL-75
HL-75-100
HL-100XL

HL-100TPD

3/4 x 3/4
3/4 x 1
1 x 1
1 x 1

32
32
28
28

13.5
14.0
15.5
15.5

See 
separate 
price list

HYDRANT ELLS
• Lead Free: ≤ .025% Lead Content

Note: 952205 HL100TPD - Tapped 1/4” NPT for ground water heat pump sensor 
or drain

Part Number FIPS X Insert Quantity per Carton Weight per Carton (Lbs.) List Price Each
952304 1 x 1 25 25 See separate price list

COMBO ELL
Features:
• Female pipe x male adapter
• Ideal in combination with Maass Model J or JC Pitless Adapter
• Extra long male barbs to utilize two hose clamps
• Square body for easy wrenching
• Lead Free: ≤ .025% Lead Content

HL 100  


