
Features and Benefits
• Slips easily over fittings and is easily 

maneuvered around tight bends 

• Smooth inner bore
• Holds full vacuum at room temperature

• Non-oxidizing 

• Does not contain BPA or phthalates
• Wide range of standard sizes available

Regulatory Compliance*
• Applicable FDA Food Additive 

Regulations (21CFR170-189)

• NSF51
• REACH (EC) No 1907/2006
• Regulation (EC) No 1935/2004 and 

Regulation (EU) No 10/2011

• Japan Food Sanitation Law No 370, 1959

• Contains no chemicals listed in  
California's Proposition 65

*  For complete compliance information and  
appropriate use instructions, please refer to the 
detailed document of compliance. The complete 
compliance information and use instructions  
can be found at www.TygonS3.com. 

Saint-Gobain is proud to be among the first companies to offer sustainable flexible 
tubing products. The bio-based Tygon S3 line combines the high performance 
standards customers demand with an eco-friendly tubing design. Tygon S3 E-3603 is 
crystal clear and flexible, long-lasting and crack-resistant.

Tygon S3 E-3603 tubing is non-oxidizing and non-contaminating, and less permeable 
than rubber tubing. The glassy smooth inner bore helps prevent buildup to facilitate 
cleaning. Coils are marked at 1-foot intervals for easy measuring.

Engineered to Last
Tygon S3 E-3603 tubing is specially formulated for resistance to flex-fatigue and 
abrasion. Tygon S3 E-3603 tubing offers superior life, which minimizes the labor and 
expense of replacement.

Available in Vacuum Tubing Sizes
Tygon S3 E-3603 vacuum tubing has extra-heavy walls that will withstand a full 
vacuum at room temperature 29.9 in of mercury at 73˚F (23˚C) and up to 27 in 
of mercury at 140˚F (60˚C). Tygon S3 E-3603 vacuum tubing resists most acidic 
inorganic chemicals and can be used in corrosive atmospheres.

Typical Applications
• Peristaltic pump dispensing of juices, iced tea, water and other beverages
• Beverage transfer under chilled or ambient conditions
• Custom non-dairy creamer and flavor dispensing
• Installations in tight confined spaces within complex food filling or flavoring 

systems
• Dispensing of batter, pastes, and other low-viscosity food materials
• Filtered water transfer (including reverse osmosis) 
• Transfer of plant-based food ingredients 

Tygon S3™ E-3603

Bio-based Tubing for Food and  
Beverage Dispensing



ACF00001   1/32 0.8   3/32 2.4   1/32 0.8 50 15.2   1/8 3.2 70 4.8 29.9 760

ACF00002   1/16 1.6   1/8 3.2   1/32 0.8 50 15.2   1/4 6.4 36 2.5 29.9 760

ACF00003   1/16 1.6   3/16 4.8   1/16 1.6 50 15.2   1/8 3.2 70 4.8 29.9 760

ACF00004   3/32 2.4   5/32 4.0   1/32 0.8 50 15.2   3/8 9.5 25 1.7 29.9 760

ACF00005   3/32 2.4   7/32 5.6   1/16 1.6 50 15.2   1/4 6.4 46 3.2 29.9 760

ACF00006   1/8 3.2   3/16 4.8   1/32 0.8 50 15.2   1/2 12.7 20 1.4 20.0 508

ACF00007   1/8 3.2   1/4 6.4   1/16 1.6 50 15.2   3/8 9.5 36 2.5 29.9 760

ACF00009   5/32 4.0   7/32 5.6   1/32 0.8 50 15.2   3/8 9.5 17 1.2 12.0 305

ACF00010   5/32 4.0   9/32 7.1   1/16 1.6 50 15.2   1/2 12.7 30 2.1 29.9 760

ACF00011   3/16 4.8   1/4 6.4   1/32 0.8 50 15.2 1      25.4 15 1 9.0 229

ACF00012   3/16 4.8   5/16 7.9   1/16 1.6 50 15.2   5/8 15.9 25 1.7 29.9 760

ACF00013   3/16 4.8   3/8 9.5   3/32 2.4 50 15.2   1/2 12.7 36 2.5 29.9 760

ACF00014   3/16 4.8   7/16 11.1   1/8 3.2 50 15.2   3/8 9.5 46 3.2 29.9 760

ACF00015   3/16 4.8   9/16 14.3   3/16 4.8 50 15.2   1/4 6.4 70 4.8 29.9 760

ACF00016   1/4 6.4   5/16 7.9   1/32 0.8 50 15.2 1  5/8 41.3 12 0.8 5.0 127

ACF00017   1/4 6.4   3/8 9.5   1/16 1.6 50 15.2 1      25.4 20 1.4 20.0 508

ACF00018   1/4 6.4   7/16 11.1   3/32 2.4 50 15.2   3/4 19.0 28 1.9 29.9 760

ACF00019   1/4 6.4   1/2 12.7   1/8 3.2 50 15.2   1/2 12.7 36 2.5 29.9 760

ACF00020   1/4 6.4   5/8 15.9   3/16 4.8 50 15.2   1/2 12.7 54 3.7 29.9 760

ACF00022   5/16 7.9   7/16 11.1   1/16 1.6 50 15.2 1  3/8 34.9 17 1.2 13.0 330

ACF00023   5/16 7.9   1/2 12.7   3/32 2.4 50 15.2 1      25.4 23 1.6 29.9 760

ACF00024   5/16 7.9   9/16 14.3   1/8 3.2 50 15.2   7/8 22.2 30 2.1 29.9 760

ACF00025   5/16 7.9   5/8 15.9   5/32 4.0 50 15.2   3/4 19.0 36 2.5 29.9 760

ACF00027   3/8 9.5   1/2 12.7   1/16 1.6 50 15.2 1  1/2 38.1 15 1 9.0 229

ACF00028   3/8 9.5   9/16 14.3   3/32 2.4 50 15.2 1  3/8 34.9 20 1.4 21.0 533

ACF00029   3/8 9.5   5/8 15.9   1/8 3.2 50 15.2 1  1/8 28.6 25 1.7 29.9 760

ACF00030   3/8 9.5   7/8 22.2   1/4 6.4 50 15.2   5/8 15.9 46 3.2 29.9 760

ACF00032   7/16 11.1   9/16 14.3   1/16 1.6 50 15.2 2  1/4 57.2 13 0.9 7.0 178

ACF00033   7/16 11.1   5/8 15.9   3/32 2.4 50 15.2 1  3/4 44.4 17 1.2 15.0 381

ACF00034   7/16 11.1  11/16 17.5   1/8 3.2 50 15.2 1  3/8 34.9 22 1.5 28.0 711

ACF00036   1/2 12.7   5/8 15.9   1/16 1.6 50 15.2 2  7/8 73.0 12 0.8 5.0 127

ACF00037   1/2 12.7  11/16 17.5   3/32 2.4 50 15.2 2  1/4 57.2 15 1 12.0 305

ACF00038   1/2 12.7   3/4 19.1   1/8 3.2 50 15.2 1  1/2 38.1 20 1.4 21.0 533

ACF00039   1/2 12.7  13/16 20.6   5/32 4.0 50 15.2 1  1/2 38.1 25 1.7 29.9 760

ACF00040   1/2 12.7 1  1/8 28.6   5/16 7.9 50 15.2   7/8 22.2 45 3.1 29.9 760

ACF00041   9/16 14.3   3/4 19.1   3/32 2.4 50 15.2 2  1/2 63.5 15 1 9.0 229

ACF00042   9/16 14.3  13/16 20.6   1/8 3.2 50 15.2 2      50.8 17 1.2 17.0 432

ACF00045   5/8 15.9  13/16 20.6   3/32 2.4 50 15.2 3      76.2 13 0.9 7.0 178

ACF00046   5/8 15.9   7/8 22.2   1/8 3.2 50 15.2 2  3/8 60.3 17 1.2 13.0 330

ACF00047   5/8 15.9  15/16 23.8   5/32 4.0 50 15.2 2      50.8 20 1.4 21.0 533

ACF00049   5/8 15.9 1  3/8 34.9   3/8 9.5 50 15.2 1      25.4 44 3 29.9 760

ACF00050  11/16 17.5   7/8 22.2   3/32 2.4 50 15.2 3  1/2 88.9 12 0.8 6.0 152

ACF00053   3/4 19.1 1      25.4   1/8 3.2 50 15.2 3  1/4 82.6 15 1 9.0 229

ACF00054   3/4 19.1 1  1/16 27.0   5/32 4.0 50 15.2 2  3/4 69.8 17 1.2 15.0 381

ACF00055   3/4 19.1 1  1/8 28.6   3/16 4.8 50 15.2 2  3/8 60.3 20 1.4 21.0 533

Tygon S3 E-3603

Part  
Number

Inner Diameter 
(ID)

Outer Diameter 
(OD) Wall Thickness Length Minimum Bend 

Radius
Maximum  
Working  
Pressure

Vacuum Rating

(in) (mm) (in) (mm) (in) (mm) (ft) (m) (in) (mm) 73°F 
(psi)

23°C 
(bar)

73°F 
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23°C 
(mmHg)
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ACF00057   3/4 19.1 1  1/4 31.8   1/4 6.4 50 15.2 2      50.8 25 1.7 29.9 760

ACF00058   3/4 19.1 1  1/2 38.1   3/8 9.5 50 15.2 1  1/2 38.1 36 2.5 29.9 760

ACF00059   7/8 22.2 1  1/8 28.6   1/8 3.2 50 15.2 4  1/8 104.8 13 0.9 7.0 178

ACF00060   7/8 22.2 1  3/16 30.2   5/32 4.0 50 15.2 3  1/2 88.9 15 1 11.0 279

ACF00062 1      25.4 1  1/4 31.8   1/8 3.2 50 15.2 4  3/4 120.6 12 0.8 5.0 127

ACF00064 1      25.4 1  3/8 34.9   3/16 4.8 50 15.2 4      101.6 16 1.1 12.0 305

ACF00065 1      25.4 1  1/2 38.1   1/4 6.4 50 15.2 3      76.2 20 1.4 21.0 533

ACF00066 1      25.4 2      50.8   1/2 12.7 50 15.2 1  7/8 47.6 36 2.5 29.9 760

ACF00068 1  1/8 28.6 1  1/2 38.1   3/16 4.8 50 15.2 4  1/2 114.3 15 1 9.0 229

ACF00069 1  1/4 31.8 1  1/2 38.1   1/8 3.2 50 15.2 7  7/8 200.0 10 0.7 3.0 76

ACF00070 1  1/4 31.8 1  5/8 41.3   3/16 4.8 50 15.2 5  1/2 139.7 13 0.9 7.0 178

ACF00073 1  1/2 38.1 1  7/8 47.6   3/16 4.8 50 15.2 7  1/4 184.2 12 0.8 5.0 127

ACF00074 1  1/2 38.1 2      50.8   1/4 6.4 50 15.2 5  7/8 149.2 15 1 9.0 229

ACF00076 1  3/4 44.5 2  1/4 57.2   1/4 6.4 50 15.2 7  1/2 190.5 13 0.9 7.0 178

ACF00078 2      50.8 2  1/2 63.5   1/4 6.4 50 15.2 9  3/8 238.1 12 0.8 5.0 127

ACF02002   1/16 1.6   1/8 3.2   1/32 0.8 100 30.5   1/8 3.2 36 2.5 29.9 760

ACF02004   3/32 2.4   5/32 4.0   1/32 0.8 100 30.5   3/8 9.5 25 1.7 29.9 760

ACF02007   1/8 3.2   1/4 6.4   1/16 1.6 100 30.5   3/8 9.5 36 2.5 29.9 760

ACF02010   5/32 4.0   9/32 7.1   1/16 1.6 100 30.5   1/2 12.7 30 2.1 29.9 760

ACF02012   3/16 4.8   5/16 7.9   1/16 1.6 100 30.5   5/8 15.9 25 1.7 29.9 760

ACF02017   1/4 6.4   3/8 9.5   1/16 1.6 100 30.5 1      25.4 20 1.4 20.0 508

ACF02019   1/4 6.4   1/2 12.7   1/8 3.2 100 30.5   1/2 12.7 36 2.5 29.9 760

ACF02037   1/2 12.7  11/16 17.5   3/32 2.4 100 30.5 2  1/4 57.2 15 1 12.0 305

ACF04002   1/16 1.6   1/8 3.2   1/32 0.8 500 152.4   1/8 3.2 36 2.5 29.9 760

ACF04006   1/8 3.2   3/16 4.8   1/32 0.8 500 152.4   1/2 12.7 20 1.4 20.0 508

ACF04007   1/8 3.2   1/4 6.4   1/16 1.6 500 152.4   3/8 9.5 36 2.5 29.9 760

ACF04012   3/16 4.8   5/16 7.9   1/16 1.6 500 152.4   5/8 15.9 25 1.7 29.9 760

ACF04017   1/4 6.4   3/8 9.5   1/16 1.6 500 152.4 1      25.4 20 1.4 20.0 508

ACF05078 2      50.8 2  1/2 63.5   1/4 6.4 20 6.1 9  3/8 238.1 12 0.8 5.0 127

ACFUN007   1/8 3.2   1/4 6.4   1/16 1.6 10/10' 10/3.0   3/8 9.5 36 2.5 29.9 760

ACFUN012   3/16 4.8   5/16 7.9   1/16 1.6 10/10' 10/3.0   5/8 15.9 25 1.7 29.9 760

ACFUN015   3/16 4.8   9/16 14.3   3/16 4.8 10/10' 10/3.0   1/4 6.4 61 4.2 29.9 760

ACFUN017   1/4 6.4   3/8 9.5   1/16 1.6 10/10' 10/3.0 1      25.4 20 1.4 20.0 508

ACFUN019   1/4 6.4   1/2 12.7   1/8 3.2 10/10' 10/3.0   1/2 12.7 36 2.5 29.9 760

ACFUN020   1/4 6.4   5/8 15.9   3/16 4.8 10/10' 10/3.0   1/2 12.7 51 3.5 29.9 760

ACFUN027   3/8 9.5   1/2 12.7   1/16 1.6 10/10' 10/3.0 1  1/2 38.1 15 1 9.0 229

ACFUN030   3/8 9.5   7/8 22.2   1/4 6.4 10/10' 10/3.0   5/8 15.9 51 3.5 29.9 760

ACFUN036   1/2 12.7   5/8 15.9   1/16 1.6 10/10' 10/3.0 2  7/8 73.0 12 0.8 5.0 127

ACFUN040   1/2 12.7 1  1/8 28.6   5/16 7.9 10/10' 10/3.0   7/8 22.2 45 3.1 29.9 760

ACFUN049   5/8 15.9 1  3/8 34.9   3/8 9.5 10/10' 10/3.0 1      25.4 41 2.8 29.9 760

ACFUN053   3/4 19.1 1      25.4   1/8 3.2 10/10' 10/3.0 3  1/4 82.6 15 1 9.0 229

ACFUN062 1      25.4 1  1/4 31.8   1/8 3.2 10/10' 10/3.0 4  3/4 120.6 12 0.8 5.0 127

Unless otherwise noted, all tests were conducted at room temperature 73°F (23°C).  
Values shown were determined on 0.075 in (1,905 mm) thick extruded strip or 0.075 in (1,905 mm) thick molded ASTM plaques or molded ASTM durometer buttons. 
* Working pressures are calculated at a 1:5 ratio relative to burst pressure using ASTM D1599. 
Please consult factory for availability. 
Metric dimensions are nominal.

Tygon S3 E-3603 continued
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The values listed for working and burst pressures are derived from tests conducted 
under controlled laboratory conditions. Many factors will reduce the tubing’s 
ability to withstand pressures, including temperature, chemical attack, stress, 
pulsation and the attachment to fittings. It is imperative that the user conduct tests 
simulating the conditions of the application prior to specifying the tubing for use.
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Unless otherwise noted, all tests were conducted at room  
temperature 73°F (23°C). Values shown were determined on  
0.075 in (1,905 mm) thick extruded strip or 0.075 in (1,905 mm)  
thick molded ASTM plaques or molded ASTM durometer buttons. 

Typical Physical Properties

Property
ASTM

Method
Value                        

or Rating

Durometer Hardness,
Shore A, 15s D2240 56

Tensile Strength, psi (MPa) D412 1,750 (12.1)

Ultimate Elongation, % D412 425

Tear Resistance, lb-f/in (kN/m) D1004 173 (31.0)

Specific Gravity D792 1.21

Water Absorption,
% at 73°F (23°C) for 24 hrs. D570 0.21

Compression Set 
Constant Deflection, 
% at 158°F (70°C) for 22 hrs.

D395              
Method B

64

Brittleness by  
Impact Temp.,°F (°C) D746 -51 (-46)

Maximum Recommended
Operating Temp., °F (°C) — 165 (74)

Tensile Stress 
@ 100% Elongation, psi (MPa) D412 582 (4.0)

Tensile Set, at 75% Elongation D412 95

Color — Clear

Relative Chemical Resistance Properties*

Acids Bases
Salts Alcohols Ketones Hydrocarbons 

Conc. Med. Weak Conc. Med. Weak

F E E F U U E F U U

E = Excellent   F = Fair   U = Unsatisfactory

*All tests conducted at room temperature.

Product Characteristics**

Opacity Clear

FDA Compliant for Food Contact Yes

NSF 51 Standard Yes

** For complete compliance information and appropriate  
use instructions, please refer to the detailed document of 
compliance. The complete compliance information and use 
instructions can be found at www.TygonS3.com. 
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NOTE: The data and details given in this document are correct and up to date. This document is intended to provide 
information about the product and possible applications. This document is not the product specification and does not 
provide specific features, nor does it guarantee product performance in specific applications. Saint-Gobain cannot 
anticipate or control the conditions of the field and for this reason strongly recommends that practical tests are 
conducted to ensure that the product meets the requirements of a specific application. 

Tygon S3™ is a trademark of Saint-Gobain Performance Plastics.

Saint-Gobain  
Performance Plastics
2664 Gilchrist Road 
Akron, OH 44305

1-800-798-1554 
Tel: (330) 798-9240 
Fax: (330) 798-6968

Saint-Gobain  
Performance Plastics
BP 14-La Mothe-aux-Aulnaies 
F-89120 Charny, France

Tel: (33) 3-86-63-78-78 
Fax: (33) 3-86-63-77-77

Saint-Gobain Performance Plastics
1476 Kun Yang Road 
Minghang Economic & Technological 
Development Zone 
Shanghai, China 200245

Tel: (86) 21-5472-1568  
Fax: (86) 21-5472-2378/5472-2379
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