
 Specifications

Effective/Rev Date:  August 25 , 2010www.homewerksww.com

Physical Charateristics
•	 Description: Gate Valve – Brass

•	 Connection Type:  Solder x Solder

•	 Non-rising stem

•	 Compact pattern

•	 Handle Color:  Yellow

•	 Max. Temp. Rating: 150° F

•	 Max. Pressure Rating: 200 PSI non-shock WOG

•	 Meets ANSI/NSF 61 Low Lead Requirements

NO. DESCRIPTION MATERIAL

1 Body Brass

2 Disc Brass

3 Washer Teflon

4 Bonnet Brass

5 Retainer Brass

6 Gland packing Teflon

7 Gasket Brass

8 Packing nut Brass

9 Stem Brass

10 Handle wheel Cast iron

11 Name plate Aluminum

12 Handle nut Brass

PART NO. SIZE
L L1 D2 H D D1 WEIGHT

mm In. mm In. mm In. mm In. mm In. mm In. g
VGT-CMP-A3PA 1/2" 45 1.8 12.5 0.49 5.93 - 16.03 0.627 - 0.631 72.7 2.86 53.1 2.09 13 0.5 228
VGT-CMP-A4PA 3/4" 52.5 2.0 16 0.63 22.28 - 22.38 0.878 - 0.882 77.2 3.04 53.1 2.09 16 0.6 272
VGT-CMP-A5PA 1" 62.5 2.5 19 0.75 28.65 - 28.75 1.128 - 1.132 82.7 3.26 63 2.48 19.5 0.8 418.5
VGT-CMP-A6PA 1-1/4" 70 2.8 23 0.91 35.0 - 35.1 1.378 - 1.382 99.7 3.93 80 3.15 25 1.0 676.5
VGT-CMP-A7PA 1-1/2" 74 2.9 23.5 0.93 41.35 - 41.48 1.628 - 1.633 114.7 4.52 80 3.15 32 1.2 892
VGT-CMP-A8PA 2" 91 3.6 30 1.18 54.05 - 54.18 2.128 - 2.133 135.2 5.32 85 3.35 43 1.7 1273

PART NO. SIZE
L L1 D2 H D D1 WEIGHT

mm In. mm In. mm In. mm In. mm In. mm In. g
VGT-CMP-A3B 1/2" 45 1.8 12.5 0.49 5.93 - 16.03 0.627 - 0.631 72.7 2.86 53.1 2.09 13 0.5 228
VGT-CMP-A4B 3/4" 52.5 2.0 16 0.63 22.28 - 22.38 0.878 - 0.882 77.2 3.04 53.1 2.09 16 0.6 272
VGT-CMP-A5B 1" 62.5 2.5 19 0.75 28.65 - 28.75 1.128 - 1.132 82.7 3.26 63 2.48 19.5 0.8 418.5
VGT-CMP-A6B 1-1/4" 70 2.8 23 0.91 35.0 - 35.1 1.378 - 1.382 99.7 3.93 80 3.15 25 1.0 676.5
VGT-CMP-A7B 1-1/2" 74 2.9 23.5 0.93 41.35 - 41.48 1.628 - 1.633 114.7 4.52 80 3.15 32 1.2 892
VGT-CMP-A8B 2" 91 3.6 30 1.18 54.05 - 54.18 2.128 - 2.133 135.2 5.32 85 3.35 43 1.7 1273
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