19 MECHANICAL TEST PLUGS

T-Handle Aluminum Gripper® Plugs with Bypass

¢ (Can be used in long-term applications.
= Can be used in | licati
F', » Chemical-resistant neoprene 0-ring.
- * Bypass can be used to conduct sewer air pressure test.
> * Made of heavy-duty aluminum and zinc plated steel handle.
—
5 Back
p #979957 shown Product No. Size Description Ctn. Qty. Pressure PS.l.  Feet of Head
: 272949 6" Gripper® Plug 1/4" with Bypass 1 17 PSI 40FT
c"",' 272957 8" Gripper® Plug 3/4" with Bypass 1 17 PSI 40FT
=i 272965 10" Gripper® Plug 3/4" with Bypass 1 17 PSI 40FT
2 272973 12" Gripper® Plug 3/4" with Bypass 1 13 PSI 30FT
S 272981 15" Gripper® Plug 3/4" with Bypass* 1 13 PSI 30FT
«» 272998 18" Gripper® Plug 3/4" with Bypass* 1 8.7 PSI 20FT
*Concrete and clay pipe sizes only.
T-Handle Aluminum Gripper® Plugs without Bypass
* (Can be used in long-term applications.
» Chemical-resistant neoprene 0-ring.
* Made of heavy-duty aluminum.
Back
Product No. Size Description Ctn. Qty. Pressure PS..  Feet of Head
272892 6" Gripper® Plug (Non Bypass) 1 17 PSI 40FT
#272906 shown " . ®
272906 8 Gripper® Plug (Non Bypass) 1 17 PSI 40FT
272914 10" Gripper® Plug (Non Bypass) 1 17 PSI 40FT
272922 12" Gripper® Plug (Non Bypass) 1 13 PSI 30FT
272930 15" Gripper® Plug (Non Bypass)* 1 13 PSI 30FT
272888 18" Gripper® Plug (Non Bypass)* 1 8.7 PSI 20FT
*Concrete and clay pipe sizes only.
Econ-0-Grip® Plugs
 Cost-effective method for plugging open-ended pipe.
 Natural rubber O-ring.
« Effective pipe dust cover.
* Not recommended for pressure tests.
Back
Product No.  Size Description Ctn. Qty. Pressure PS.I. Feet of Head
#971543 shown 271519 1-1/2" Econ-0-Grip® Plug 10 2 PSI 5FT
271527 2" Econ-0-Grip® Plug 10 2 PSl 5FT
271535 3" Econ-0-Grip® Plug 10 2 PSI 5FT
271543 4" Econ-0-Grip® Plug 10 2 PSI 5FT
271551 5" Econ-0-Grip® Plug 5 1 PSI 2FT
271578 6" Econ-0-Grip® Plug 5 1 PSI 2FT
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