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PVC Heavy Duty Clear Cement
• Heavy-bodied clear cement for use on all schedules and classes PVC pipe and fitting up to 12" diameter with interference 

fit, up to 18" for non-pressure. 
• Thick formula fills gaps in large diameter pipe and loose fitting joints.
• Recommended for potable water, pressure pipe, conduit and DWV.
• Recommended application temperature 40°F to 110°F / 4°C to 43°C.
• Meets ASTM D2564, California SCAQMD 1168/316A.

Product No. Size Description Ctn. Qty.

30850 4 oz. PVC Heavy Duty Clear 24

30863 8 oz. PVC Heavy Duty Clear 24

30876 16 oz. PVC Heavy Duty Clear 24

308763 16 oz PCV Heavy Duty Clear - Display Pack 10

31008 32 oz. PVC Heavy Duty Clear 12

310083 32 oz. PVC Heavy Duty Clear - Display Pack 6

31011 Gallon PVC Heavy Duty Clear - Wide Mouth Can 6

PVC Heavy Duty Gray Cement
• Heavy-bodied gray cement for use on all schedules and classes PVC pipe and fitting up to 12" diameter with interference fit, 

up to 18" for non-pressure. 
• Thick formula fills gaps in large diameter pipe and loose fitting joints.
• Recommended for potable water, pressure pipe, conduit and DWV. 
• Recommended application temperature 40°F to 110°F / 4°C to 43°C.
• Meets ASTM D2564, California SCAQMD 1168/316A.

Product No. Size Description Ctn. Qty.

31093 4 oz. PVC Heavy Duty Gray 24

31094 8 oz. PVC Heavy Duty Gray 24

31095 16 oz. PVC Heavy Duty Gray 24

31105 32 oz. PVC Heavy Duty Gray 12

31118 Gallon PVC Heavy Duty Gray - Wide Mouth Can 6

PVC Heavy Duty Gray Fast Set Cement
• Very heavy-bodied fast setting gray cement for use on all schedules and classes PVC pipe and fittings up to 18" diameter 

with interference fit.
• Formulated for quick installation of irrigation pipe and fittings. 
• Builds up for large diameter installations. 
• Fills gaps in large diameter pipe and loose fitting joints. 
• Recommended for potable water, pressure pipe, conduit and DWV. 
• Recommended application temperature 40°F to 110°F / 4°C to 43°C.
• Meets ASTM D2564, California SCAQMD 1168/316A.

Product No. Size Description Ctn. Qty.

31121 16 oz. PVC Heavy Duty Gray Fast Set 24

311213 16 oz. PVC Heavy Duty Gray Fast Set - Display Pack 10

31122 32 oz. PVC Heavy Duty Gray Fast Set 12

31123 Gallon PVC Heavy Duty Gray Fast Set - Wide Mouth Can 6
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