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L E A D E D  W I R E  S O L D E R

Wire Solder
•	 50/50 Alloy of 50% Tin and 50% Lead. 
•	 40/60 Alloy of 40% Tin and 60% Lead. 
•	 361°F – 421°F melting range for 50/50 Alloy. 
•	 361°F – 460°F melting range for 40/60 Alloy.
•	 Commonly used for tin plating, seaming joints, copper DWV systems and sheet metal repair.
•	 Contains lead. Not for use on drinking water lines.

Product No. Size Description Gauge Ctn. Qty.

BULK

50192 1/2 lb. 50/50 Wire Solder .125" 10

20015 1 lb. 50/50 Wire Solder .125" 10

20019 1 lb. 50/50 Wire Solder .125" 50

CARDED

53010 1 oz. 50/50 Wire Solder .075" 12

53014 1/4 lb. 50/50 Wire Solder .125" 12

53191 1/4 lb. 50/50 Wire Solder* .125" 12

50490 1/2 lb. 50/50 Wire Solder .125" 12

21018 1 lb. 40/60 Wire Solder .125" 50

*Packaged without inner display carton.

Acid Core Wire Solder
•	 40/60 Alloy of 40% Tin and 60% Lead. 
•	 50/50 Alloy of 50% Tin and 50% Lead. 
•	 361°F – 421°F melting range for 50/50 Alloy. 
•	 361°F – 460°F melting range for 40/60 Alloy.
•	 General purpose solder for repairing galvanized gutters, filling metal seams and other general repairs.
•	 Contains lead. Not for use on drinking water lines.

Product No. Size Description Gauge Ctn. Qty.

BULK

50193 1/2 lb. 40/60 Acid Core Wire Solder .081" 10

21115 1 lb. 40/60 Acid Core Wire Solder .125" 10

CARDED

53011 1-1/2 oz. 40/60 Acid Core Wire Solder .081" 12

53015 1/4 lb. 40/60 Acid Core Wire Solder .081" 12




