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#25605 shown

Plumbers Caulk™

• Siliconized acrylic-latex plumbers caulk.
• Flows easily, does not harden in tube or cartridge; will not crumble, resists shrinkage. 
• Flexible, durable, extremely mildew-resistant, waterproof.

Product No. Size Description Ctn. Qty.

25605 5.5 fl oz. Plumbers Caulk™ - White - Tube Display 24

25615 10.1 fl oz. Plumbers Caulk™ - White - Cartridge 12

25620 5.5 fl oz. Plumbers Caulk™ - Clear - Tube Display 24

25625 10.1 fl oz. Plumbers Caulk™ - Clear - Cartridge 12

25631 5.5 fl oz. Plumbers Caulk™ - Almond/Bone - Tube Display 24

25636 10.1 fl oz. Plumbers Caulk™ - Almond/Bone - Cartridge 12

25641 5.5 fl. oz. Plumbers Caulk™ - Biscuit/Linen - Tube Display 24

25646 10.1 fl. oz. Plumbers Caulk™ - Biscuit/Linen - Cartridge 12

25641R 5.5 fl. oz. Plumbers Caulk™ - Linen - Tube Display 6

#25696 shown

P U T T Y,  C A U L K  A N D  S E A L A N T

Plumbers Caulk - Silicone™

• High-quality 100% pure professional grade sealant.
• Excellent adhesion to most porous and non-porous materials.
• Tack-free in 30 minutes; completely cured in 24 hours.

Product No. Size Description Ctn. Qty.

25676 10.1 oz. Plumbers Caulk - Silicone™ - White - Cartridge 12

25686 10.1 oz. Plumbers Caulk - Silicone™ - Clear - Cartridge 12

Plumbers Firestop Sealant™

• Latex-based intumescent sealant.
• Meets many applications and codes.
• Provides up to a 3-hour fire rating.
• UL Classified.

Product No. Size Description Ctn. Qty.

25696 10.1 oz. Plumbers Firestop Sealant™ - Cartridge 12

25698 5 gal. Plumbers Firestop Sealant™ - Pail 1

High Temp Red
• For high temperature applications. 
• Flexible, durable, waterproof seal.
• Performs at temperatures ranging from -80° F to +600° F.

Product No. Size Description Ctn. Qty.

25666 10.1 fl. oz. High Temp Red – Cartridge 12

#25676 & 25686 shown

#25666 shown




