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gray Pipe Joint compound
•  non-hardening gray paste seals and lubricates threaded joints.
•  For use on water, steam or air lines.
•  non-separating and non-toxic material.
•  not for use on plastic threads.
Product no. size description ctn. Qty.

31226 1 fl. oz. gray Pipe Joint Compound 12

31226D 1 fl. oz. gray Pipe Joint Compound – Display 54

31227 4 fl. oz. gray Pipe Joint Compound 12

31228 8 fl. oz. gray Pipe Joint Compound 12

31228D 8 fl. oz. gray Pipe Joint Compound – Display 30

31235 16 fl. oz. gray Pipe Joint Compound 24

31236 32 fl. oz. gray Pipe Joint Compound 12

great White® Pipe Joint compound with Ptfe
•  Lubricates and seals all threaded joints. 
•  White, non-hardening, non-separating, non-toxic paste. 
•  Withstands up to 3,000 PSI on gases from -50 to +400°F, and 10,000 PSI on liquids from -50 to +500°F.
•  For use with water, steam, caustics or dilute acid lines.
•  Can be used with plastic and metal threads. 
Product no. size description ctn. Qty.

31229 1 fl. oz. great White® Pipe Joint Compound w/PTFE 12

31229D 1 fl. oz. great White® Pipe Joint Compound w/ PTFE – Display 54

312291 1 fl. oz. great White® Pipe Joint Compound w/ PTFE – gravity Feed 120

31230 4 fl. oz. great White® Pipe Joint Compound w/ PTFE 12

31230D 4 fl. oz. great White® Pipe Joint Compound w/ PTFE – Display 48

31231 8 fl. oz. great White® Pipe Joint Compound w/ PTFE 12

31231D 8 fl. oz. great White® Pipe Joint Compound w/ PTFE – Display 30

31232 16 fl. oz. great White® Pipe Joint Compound w/ PTFE 24

31233 32 fl. oz. great White® Pipe Joint Compound w/ PTFE 12

great blue® Pipe Joint compound
•  Flexible blue, non-hardening, non-separating, non-toxic paste, no odor, easy clean-up. 
•  Use on PVC, CPVC, ABS, polyethylene, polypropylene, iron, steel, copper or brass threads  

up to and including 2".
•  Withstands up to 3,000 PSI on gases from -50° to +400° F and 10,000 PSI on liquids from -50° to +500° F 

ABS, cycolac, polypropylene, iron, steel or copper.
•  Lubricates and seals thread on water, natural gas, steam, air lines, caustics and dilute acids.

Product no. size description ctn. Qty.

31265 1 fl. oz. great Blue® Pipe Joint Compound 12

31261 4 fl. oz. great Blue® Pipe Joint Compound 12

31262 8 fl. oz. great Blue® Pipe Joint Compound 12

31263 16 fl. oz. great Blue® Pipe Joint Compound 24

312636 16 fl. oz. great Blue® Pipe Joint Compound – Display 6

#31228 shown

#31261 shown

#31229 shown


