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CounterStrike® Accessories

AutoFlare® Tee Fittings

CounterStrike® Accessories

Description Part Number Size Pkg. Qty Lb.
Coated Manifold FGP-MI-PC 3/4″ x 1/2″ x 1/2″(4) 1 each 1.9

Manifold Bracket FGP-MB2 ---- 1 each 1.3

Stackable Manifold FGP-MI-ST-500 1/2″F - M X 1/2″(2) 1 each 1.4

Stackable Manifold FGP-MI-ST-750 3/4″F - M X 1/2″(2) 1 each 1.4

Stackable Manifold Bracket FGP-MB-ST fits MI-ST 1 each   .4

Load Center w/Bracket FGP-LC ---- 1 each 11.3

Large Coated Manifold FGP-MI-PC-1X 1¼″ x 1″ x 3/4″(4) 1 each 5.5

Large Coated Manifold FGP-MI-PC-2X 2″ x 1½″ x 1″(4) 1 each 13.0

Multi-port Manifolds
Coated Malleable Iron

Stackable Manifolds
Coated Malleable Iron

Manifold Bracket
Galvanized Steel

Gas Load Center
Painted Steel

Description Part Number Capacity
MBTU/h** Size Pkg. Qty Lb.

Regulator 2 PSI (8″ w.c.) FGP-REG-3 250 1/2″ 1 each .8

Regulator 2 PSI (11″ w.c.) FGP-REG-3P 368 LP 1/2″ 1 each .8

Regulator 2 PSI (8″ w.c.) FGP-REG-5A 550 3/4″ 1 each 1.9

Regulator 2 PSI (11″ w.c.) FGP-REG-5P 836 LP 3/4″ 1 each 1.9

Regulator 2 PSI (8″ w.c.) FGP-REG-7L 1059 1″ 1 each 1.6

Regulator 5 PSI* w/OPD FGP-REG-3L47 125 1/2″ 1 each 1.1

Regulator 5 PSI* w/OPD FGP-REG-3L48 200 1/2″ 1 each 1.2

Regulator 5 PSI* w/OPD FGP-REG-5AL48 320 3/4″ 1 each 2.3

Regulator 5 PSI* w/OPD FGP-REG-5AL600 425 3/4″ 1 each 3.4

Regulator 5 PSI* w/OPD) FGP-REG-5AL601 465 1″ 1 each 3.4

Over Pressure Protection Device FGP-OPD-274 --- 1/2″ 1 each .6

Rain Cap for REG-3 FGP-CAP-3 --- 1/2″ 1 each .1

High Pressure Tags FGP-TAG-20 --- All 20/pkg .3

Installation Tags FGP-ITAG-50 --- All 50/pkg .35

Gas Label FGP-GAS LABEL --- All 500/Roll .25

Pressure Regulators
Cast Cast Housing
Suitable for  
Outdoor Use

Over Pressure  
Protection Device

ID Tag

Gas Label

Stackable Manifold 
Bracket

2 ports 1/2″ female
1/2″ female to 1/2″ male

2 ports 1/2″ female
3/4″ female to 3/4″ male

Coated Manifold
4 ports 1/2″ female

Large Manifolds
4 ports 1″ female

4 ports 3/4″ female
inlets 1/4″ and 1″ female

Manifold Bracket
For use with FGP-MI-PC only

Gas Load Center w/Manifold Bracket
For use with FGP-MI-PC only

Bonding Clamp
Brass

Bonding Clamp FGP-GC-1  3/8″, 1/2″ (TP/CS) 1/2″, 3/4″, 1″ (Iron pipe) 1 each

Bonding Clamp FGP-GC-2 3/4″, 1″, 1¼″ (TP/CS) 1¼″, 1½″, 2″ (Iron pipe) 1 each

Bonding Clamp FGP-GC-3  1½″, 2″ (TP/CS) 2½″ – 4″ (Iron pipe) 1 each

Note: All regulators include an approved vent limiter.
*Regulators 3L48, 3L47, 5AL48, 5AL600, 5AL601 have MAX 5 PSI Inlet Pressure which includes an OPD for pressures above 2 PSI when used as a line Pressure Regulator. 
(Over-pressurization device included and attached to these units).
**Capacity is total load as line pressure regulator. (Capacity decreases for single appliance load. Contact factory.)

Note: Omegaflex stocks regulators from various listed manufacturers. There will be a 15% charge added to regulator orders requesting shipment of a specific brand of regulator.




