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COMPACT SERIES ASTM F 1807 JAWS (FOR PEX TUBING)

For use with RIDGID® Compact Press Tools (100-B, 200-B, 210-B, 240, 241).

• Increased speed and reliability with PEX tubing connections.

• In 4 sizes: 1⁄2", 3⁄4", 1" and 1 1⁄4".

• Eliminates user fatigue, perfect for larger sizes of PEX tubing where manual tools can require
a great deal of force.

• Increased versatility of RIDGID Compact Pressing Tools.

• Pressing jaws never require calibration unlike manual crimp tools.

SPECIFICATIONS

• Application – ASTM F 1807 black copper crimp rings and insert fittings

Catalog No. Description
Weight Std.

Packlb. kg

22958 ½" ASTM F 1807 Jaws

2 ½ 1.13 1
22968 ¾" ASTM F 1807 Jaws

22973 1" ASTM F 1807 Jaws

22978 1 ¼" ASTM F 1807 Jaws

Compact Series Press Jaws

STANDARD SERIES JAWS FOR PROPRESS® SYSTEM

For Use With Standard Series Press Tools (CT400, 320-E, RP 330-B, RP 330-C, RP 340).

• Designed in conjunction with the ProPress System fittings, ensuring total system compatibility.

• Compatible only with RIDGID Standard Series pressing tools.

• Backed by full RIDGID Lifetime Warranty.

SPECIFICATIONS

• Capacity – ProPress (copper) 1⁄2"- 2"

Catalog No. Description
Weight STd.

Packlb. kg

76652 ½" Jaw for ProPress 4 1.81

1

76657 ¾" Jaw for ProPress 4 ¼ 1.92

76662 1" Jaw for ProPress 4 ½ 2.04

76667 1 ¼" Jaw for ProPress 4 ¾ 2.15

76672 1 ½" Jaw for ProPress 6 ½ 2.94

76677 2" Jaw for ProPress 10 4.53

Standard Series Press Jaws


