
66" 71" 78"

Inseam

Waist (stretched)

30.25" 31.5" 32.75" 34"

61"

4X - 5X

Seam Construction: Stitched.

2. Hangtag with stock #, size, and UPC code.

Waist (relaxed) 43.5" 55.5"

Dimensions S - M L - XL 2X - 3X

Configuration: Two horizontal bands.

Sizes: S-M, L-XL, 2X-3X, 4X-5X

Color: Fluorescent Yellow-Green

Material: 100% Polyester Mesh (3.15 oz.) material meets the 

ANSI/ISEA 107 minimum background requirement for Class E 

garments of .30m² (465 in.²)
1. Size label with care instructions and ANSI statement.

Class E Mesh Pants 

Stock Number - P70022

Garment Type: Mesh Polyester Pants

Case Dimensions / Weight:

S-M  =  20"(L) X 13"(W) X 13"(H) / 19 lbs.

L-XL  =  20"(L) X 13"(W) X 13"(H) / 19 lbs.

2X-3X  =  20"(L) X 13"(W) X 14"(H) / 20 lbs.

4X-5X  =  20"(L) X 13"(W) X 14"(H) / 21 lbs.

47.5" 51.5"

Compliance Standards: ANSI/ISEA 107 Class E

Garment Detail:   Garment is a standard no fly front pair of pants. Mesh 

polyester knit waist band is the same material and color as the garment with 

an elastic band insert on the rear side. Mesh polyester knit cuffs at ankles 

are also the same material and color as the garment with elastic band 

inserts. There is a hook and loop side opening on both outer legs 

approximately 9” length from the bottom of the pants legs. There are two 

pass through openings located on outer seams below the waist and one 

right side rear pocket with velcro closure.

Packaging:  Polypropylene peggable, resealable bag.

Pockets: 

1. Two "pass through" openings: 8.5"

2. One rear pocket: 6.0" x 7.0"

Closure Type: Drawcord closure located at the waistband with 

a black plastic barrel lock on the draw cord for waist 

adjustment.  

Case Pack: 24 each

Other:

Labels/Tags:

Reflective Tape: ANSI/ISEA 107 compliant 2" silver glass bead 

tape, stitched to garment. Reflective tape layout meets the 

ANSI/ISEA 107 minimum requirement for Class E garments of 

.07m² (108 in.²).


