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Tub & Shower Specialties & RepairEDITION 31

331.800.821.3944  

307-616

307-625
Patent # 6,460,432

SATIN NICKEL AND OIL RUBBED BRONZE 
ESCUTCHEON FINISHES

Satin Nickel
matches

Delta® Satin Nickel 
Kohler® Vibrant Brushed Nickel 
Price Pfister® Brushed Nickel 
Moen® Brushed Nickel

Oil Rubbed Bronze
matches

Moen® Oil Rubbed Bronze 
Delta® Venetian Bronze 
Danze® Oil Rubbed Bronze 
Price Pfister® Oil Rubbed 
Bronze

Shower WallNut™

Shower Arm Adapter
Patent # 6,378,912

• Stub out to shower arm connection is made outside 
the finished wall. No hidden leaks behind 
the wall that promote mold growth

• Stub out with copper tube, just like other fixtures

• No pipe seal tape or pipe joint compound 
needed on shower arm threads

Item No Description Escutcheon 
Finish Pkg Min 

Qty
Case 
Qty

SHOWER WALLNUT KITS
616-02C WallNut with escutcheon, bagged chrome B* 25 25
616-02P WallNut with escutcheon, bagged polished brass B* 25 25
616-02RB WallNut with escutcheon, bagged oil-rubbed bronze B* 1 25
616-02SN WallNut with escutcheon, bagged satin nickel B* 1 25
616-02W WallNut with escutcheon, bagged white enamel B* 25 25

TOOLS & ACCESSORIES
307-625 Shower Arm Installation Tool, individually bagged B* 1 6
307-616 WallNut Removal Tool, bagged B* 1 10

Rear View

Anti-rotation screw hole
Optional sealant groove 
Shower WallNut
Lock ring
Compression ferrule
Primary sealing component
½" nom Type L copper
Buna-N o-ring
Provides backup seal
Brass shower arm
Escutcheon clips

2 3 ⁄16"

DO NOT use pipe 
dope or tape

Required components for warranty
Sioux Chief’s Shower WallNut System carries a Limited Lifetime Warranty only when all
of the following Sioux Chief components are used and installed per manufacturer’s 
instructions:

1. Sioux Chief copper stub out elbow or 
preformed copper shower riser

2. Strong Arm Bracket with WallNut 
Lock Block

3. Shower WallNut  Shower Arm Adapter


