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ProCheck™

Backwater Valve
• Available for 3" or 4" Sch. 40 DWV lines. 
• Valves can be adapted for standard, shallow-

depth or deep-bury installations
• Modular valve design allows for interchangeable 

accessories – less inventory
• Structurally rugged and molded from engineered 

resins to stand up to job site abuse
• The unique flapper creates a tighter seal 

than other backwater valves

869-S3AS

869-S4PDB

869-S3P

Item No Description
Dimentions

U/M Pkg Min 
Qty

Case 
QtyA B C

869-S3A 3" ABS Backwater Valve 5½" 8⅝" ¼" EA B* 4 4
869-S3APK 3" ABS Backwater Valve 5½" 8⅝" ¼" EA C* 2 2

869-S3AS 3" ABS Backwater Valve with 
16" Shallow Access Sleeve Kit 5½" 8⅝" ¼" EA B* 1 1

869-S3P 3" PVC Backwater Valve 5½" 8⅝" ¼" EA B* 4 4
869-S3PPK 3" PVC Backwater Valve 5½" 8⅝" ¼" EA C* 2 2

869-S3PS 3" PVC Backwater Valve with 
16" Shallow Access Sleeve Kit 5½" 8⅝" ¼" EA B* 1 1

869-S4A 4" ABS Backwater Valve 6½" 10⅛" ⅜" EA B* 4 4
869-S4APK 4" ABS Backwater Valve 6½" 10⅛" ⅜" EA C* 2 2

869-S4AS 4" ABS Backwater Valve with 
16" Shallow Access Sleeve Kit 6½" 10⅛" ⅜" EA B* 1 1

869-S4P 4" PVC Backwater Valve 6½" 10⅛" ⅜" EA B* 4 4
869-S4PPK 4" PVC Backwater Valve 6½" 10⅛" ⅜" EA C* 2 2

869-S4PS 4" PVC Backwater Valve with 
16" Shallow Access Sleeve Kit 6½" 10⅛" ⅜" EA B* 1 1

ACCESSORIES & REPLACEMENT PARTS
869-S4ADB Upper & Lower Deep-Bury Adapters – ABS† EA B* 1 1
869-S4PDB Upper & Lower Deep-Bury Adapters – PVC† EA B* 1 1
869-SF3 Flapper & Carrier for 3" Backwater Valve EA B* 10 10
869-SF4 Flapper & Carrier for 4" Backwater Valve EA B* 10 10
869-SSL Turn-Lock Collar & Lid for 16" Shallow Access Sleeve EA B* 4 4
869-SSK Shallow Access Sleeve Kit – Collar/Sleeve/Lid EA B* 10 10
869-SVLB Threaded Lid for Backwater Valve, Black W/ O-Ring EA B* 10 10
869-SVLW Threaded Lid for Backwater Valve, White W/ O-Ring EA B* 10 10

† For use with 3" or 4" backwater valves purchased separately

Different-sized tabs in 
the carrier will only fit 
into the valve body when 
correctly aligned, which 
helps prevent improper 
installation of the flapper.

The HDPE valve lid is 
impact-resistant and 
impervious to most 
solvents and glues. The 
notch is sized to fit the 
end of a 2x4 for easier 
removal and replacement.

The unique flapper uses 
overmolding techniques to 
provide a larger and more 
permanent sealing surface 
than a typical o-ring. 
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