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Flexible PVC Test Cap
• Can be reused or permanent
• Stainless steel clamp

Knockout Test Plug & Cap
• Standard knockout test plugs solvent weld 

into PVC or ABS Sch. 40 pipe
• Dual fit knockout test caps solvent weld over  

1½" and 2", or 3" and 4" PVC or ABS Sch. 40 pipe

Suggested Product
Grip Tip test plug/cap p 412

881-3

880-012

Item No Description Pkg Min 
Qty

Case 
Qty

880-1 1½" flexible PVC test cap B 25 25
880-2 2" flexible PVC test cap B 25 25
880-3 3" flexible PVC test cap B 25 25
880-4 4" flexible PVC test cap B 25 25

Item No Description Pkg Min 
Qty

Case 
Qty

STANDARD KNOCKOUT TEST PLUG
881-1 1½" plug B 100 1000
881-2 2" plug B 100 1000
881-3 3" plug B 50 500
881-4 4" plug B 50 500

DUAL FIT KNOCKOUT TEST CAP
880-012 1½" and 2" Sch. 40 cap B 100 500
880-034 3" and 4" Sch. 40 cap B 50 250

Quick Plug™

1½" Trap Adapter Test Plug
• Eliminates traditional test plugs
• Allows you to fit the trap adapter tightly against 

the wall for a clean, professional look
• Requires use of 1½" slip joint washer

Works with any 1½" trap adapter. 
Allows installation of the trap adapter 
during rough-in. No more getting glue 
and cleaner inside the vanity.

Quick Plug™

Item No Description Pkg Min 
Qty

Case 
Qty

234-QP 1½" trap adapter test plug B 25 100

880-3

234-QP


