
1198 WARNING: WORK SAFELY WITH TOOLS WEAR SAFETY GOGGLES.

STANLEY® 100 PLUS® SCRATCH AWL

• For starting holes for screws and nails.
• Hardened bar provides long tip life.

Product O/A Length Blade Len. Blade Dia.
SKU No. in. mm in. mm in. mm Box/Ctn

69-006 7-3/4 197 4 102 3/16 5.0 6 / 36

STANLEY® 100 PLUS® ROUND BLADE / PHILLIPS® TIP STUBBY SCREWDRIVER

• Designed for close-quarter driving.
• Point size indicated on handle.
• Precision machined Phillips® tip is blasted black oxide for proper fastener fit 

and to eliminate plate chipping.

Product O/A Length Blade Len. Blade Dia. Point
SKU No. in. mm in. mm in. mm Size Box/Ctn

64-105 3-1/2 89 1-1/2 38 1/4 6.5 2 6 / 36

STANLEY® 100 PLUS® ROUND BLADE / PHILLIPS® TIP SCREWDRIVERS

• Point size indicated on handle.
• Precision machined Phillips® tips are blasted black oxide for proper fastener 

fit and to eliminate plate chipping.

Product O/A Length Blade Len. Blade Dia. Point
SKU No. in. mm in. mm in. mm Size Box/Ctn

64-101 6-3/4 171 3 76 3/16 5.0 1 6 / 72
64-102 8-1/4 210 4 102 1/4 6.5 2 6 / 36
64-103 11 279 6 152 5/16 8.0 3 6 / 24
64-104 13-1/4 337 8 203 3/8 9.5 4 6 / 24
64-171 13-3/4 349 10 254 3/16 5.0 1 6 / 24
64-172 14-1/4 362 10 254 1/4 6.5 2 6 / 24

STANLEY® 100 PLUS® ROUND BLADE / PHILLIPS® TIP POCKET SCREWDRIVERS

• Point size indicated on handle (64-100 only).
• Precision machined Phillips® tips are blasted black oxide for proper fastener 

fit and to eliminate plate chipping.
• Pocket clip keeps tool handy (64-170 only).

Product O/A Length Blade Len. Blade Dia. Point
SKU No. in. mm in. mm in. mm Size Box/Ctn

64-170 4-3/8 111 2 51 1/8 3.0 0 6 / 36
64-100 5-1/8 130 2-3/4 70 1/8 3.0 0 6 / 72
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