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100 Plus® Screwdriver — Cabinet Tip
= For cabinet building and other precision woodworking

Product O/A Length Blade Len. Blade Dia. Tip Width
SKU No. in mm in mm in mm in mm Box/Ctn
66-183 6-3/4 173 3 76 3/16 5 3/16 5 6/36
66-186 9-3/4 249 6 152 3/16 5 3/16 5 6/36
66-188 11-3/4 300 8 203 3/16 5 3/16 5 6/36
66-180 13-3/4 351 10 254 3/16 5 3/16 5 6/24
66-182 15-3/4 401 12 305 3/16 5 3/16 5 6/24

100 Plus® Screwdriver — Extra Light Blade/Cabinet Tip

= Designed for jobs that demand a precision screwdriver

= Used in the radio, TV and electronics industries

= 100% acetate handle fits comfortably in the hand for delicate work

= Heat-treated tip for increased strength
Product O/A Length Blade Len. Blade Dia. Tip Width
SKU No. in mm in mm in mm in mm Box/Ctn
66-112 4-3/4 119 2 51 1/8 3 1/8 3 6/36
66-113 5-3/4 145 3 76 18 3 18 3 6/36
66-114 6-3/4 170 4 102 1/8 3 18 3 6/36
66-116 8-3/4 221 6 152 1/8 3 1/8 3 6/36
66-118 10-3/4 272 8 203 18 3 18 3 6/36
66-110 12-3/4 323 10 254 1/8 3 18 3 6/36

100 Plus® Screwdriver — Pocket

= Pocket clip keeps tool handy

= Practical for light work
Product O/A Length Blade Len. Blade Dia. Tip Width
SKU No. in mm in mm in mm in mm Box/Ctn
66-101 3-1/4 112 2 51 1/8 3 18 3 12/72
66-102 5-1/4 137 3 76 3/32 23 3/32 23 6/36
64-170 4-1/4 112 2 51 1/8 3 0 pt Phillips® 6/36

100 Plus® Phillips® Tip Screwdriver

= 100% acetate handle stands up to heavy-duty industrial use

= Precision cold formed tips provide high torque performance

= Black oxide tips provide corrosion resistance and precise fit
Product O/A Length Blade Len. Blade Dia. Point
SKU No. in mm in mm in mm Size Box/Ctn
64-100 5-1/8 132 23/4 71 1/8 3 0 6/72
64-101 6-3/4 173 3 76 3/16 5 1 6/72
64-102 8-1/4 211 4 102 1/4 6.5 2 6/36
64-103 11 279 6 152 5/16 8 3 6/24
64-104 13-1/4 338 8 203 3/8 10 4 6/24
64-171 13-1/2 343 10 254 3/16 5 1 6/24
64-172 14-1/4 363 10 254 1/4 65 2 6/24

PHILLIPS® is a registered trademark of Phillips Screw Co.
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