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4.8

Standard Fluted Phillips® Tip Screwdriver

Product O/A Length Blade Len.      Blade Dia.       Point
SKU No. in mm in mm in mm Size Box/Ctn

60-001 7-7/8 201 4 102 3/16 5 1 6 / 36
60-002 7-7/8 201 4 102 1/4 6.5 2 6 / 36
60-121 12 Piece Bulk Merchandiser Fluted 1 pt. Phillips® 1 12 / 48
60-122 12 Piece Bulk Merchandiser Fluted 2 pt. Phillips® 12 / 48

Standard Torx® Screwdriver

Product O/A Length Blade Len.      Blade Dia.       
SKU No. Tip in mm in mm in mm Box/Ctn

60-010 T10 7-1/8 180 3-1/4 83 3/16 5 6 / 36
60-011 T15 7-1/8 180 3-1/4 83 3/16 5 6 / 36
60-012 T20 7-1/8 180 3-1/4 83 3/16 5 6 / 36
60-013 T25 7-1/8 180 3-1/4 83 3/16 5 6 / 36
60-023 2 Pc. Set T15, T20 7-1/8 180 3-1/4 83 3/16 5 4 / 24
60-042 4 Pc. Set T10, T15, T20, T25 7-1/8 180 3-1/4 83 3/16 5 0 / 6 

Nut Drivers
• Long-lasting, solid one-piece construction 
• Rust-resistant, nickel-plated bar
• Hex shank provides extra torque
• Comfortable, rubber vinyl grip is easy on the hands
• Grip marked with hex symbol and size markings for quick identification
• Meets or exceeds ANSI standards

Product Hex
SKU No. Size Box/Ctn

61-805 3/16" 6 / 36
61-806 1/4" 6 / 36
61-807 5/16" 6 / 36
61-808 11/32" 6 / 36
61-809 3/8" 6 / 36
61-810 7/16" 6 / 36
61-811 1/2" 6 / 36
62-541 6 Piece Set 3/16", 1/4", 5/16" 0 / 6 

3/8", 7/16", 1/2" 
62-546 7 Piece Metric Set 5mm, 6mm, 7mm, 0 / 6

8mm, 9mm, 10mm, 11mm

4.8 Cordless Screwdriver
• Versatile cordless screwdriver for do-it-yourself projects 
• Designed for comfort, durability, and ease of use 
• Quickly converts to traditional screwdriver with auto-locking shaft 
• Multi-position, comfort-grip handle pivots for easy of use 
• Comes with 3 double-ended screwdriver bits: #1 and #2 Phillips® and two slotted 
• AC charger included 
• 120V AC-only input into charger

Product O/A Length
SKU No. in mm Box/Ctn

63-048 12-1/2 320 2 / 6
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